EDGE OF WIDENED PAVEMENT
N ya N

‘ SHOULDER WIDTH

1 IN 5 TRANSITION WIDTH W AS SHOWN ON PLANS

1 IN 5 TRANSITION

WIDENED PAVEMENT  ~ SHLDR. AGGREGATE OR ORIGINAL
SURFACE (SEE PLANS)

‘ WIDTH

ASPHALTIC CONCRETE OR PMBP

“““““ \\\\\\\7 137
PRIME

PROF ILE

SURFACING REQUIREMENTS AT ENTRANCES & APPROACHES

NOTE: WHEN TWO BRIDGES
e T e —— ARE_LESS THAN 600 FT.
e < APART. PAVEMENT BETWEEN
ol G o2 SHALL BE SAME WIDTH AS
x|< 2|< 2m [:::C> BRIDGE.
B R L= E
| TRANSITION | 300 BRIDGE
‘ |

17 IN 50

WIDTH TRANSITION AT BRIDGE TO BE

1 IN 1200
DEPTH TRANSITION BRIDGE

RESURFACED

SURFACE COURSE ‘

BINDER COURSE

DEPTH TRANSITION AT BRIDGE TO BE RESURFACED

(REMOVE LIP CURB TO 1" MIN. DEPTH BELOW FINISHED SURFACE COURSE)

S CONSTANT S.E. & WIDENING

M

|
. DEPTH MAX.IDEPTH

|
A><l
\\\ 3" MIN. BELOW EDGE (OR LIP)

OF EXISTING PAVEMENT.

12
BEGIN S.E.

TRENCH DEPTH TRANSITION PROF ILE

TRENCH DEPTH TRANSITION

BASE WIDENING DEPTH TRANSITION
ON OUTSIDE OF S.E. CURVES

X

PLANT MIX
BITUMINGUS
BASE COURSE

PLANT MIX
BITUMINOUS
BASE COURSE

WIDENED PAVEMENT SHOULDER

PLANT MIX
BITUMINOUS
BASE COURSE

EXISTING F.L.

BOTTOM OF DRAIN BASIN

FILLING EXISTING SURFACE DRAIN BASINS

. .
\
__" ASPHALTIC CONCRETE
__" ASPHALTIC CONCRETE OR PMBP
- (D

EXISITING PAVEMENT
__” MIN. ASPHALTIC CONCRETE OR PMBP (LEVELING COURSE)

SECTION ON TANGENT (1

% VARIABLE - NOT TO EXCEED 9"

Kk 1°- 9” IF WIDENING EXISITING 10" TRAVELED WAY TO 11’ ROADWAY.

1= 9” IF WIDENING EXISITING 11’ TRAVELED WAY TO 12’ ROADWAY.
2= 9” IF WIDENING EXISITING 10" TRAVELED WAY TO 12' ROADWAY.

EFFECTIVE 07-03-2000

| PLANT MIX
BITUMINGOUS
BASE COURSE

MATCH EXISTING

__" ASPHALTIC CONCRETE

“ ASPHALTIC CONCRETE OR PMBP

£. SLOPE (SEE PLANS)

-5,

SPOT WEDGING

EXISITING PAVEMENT

__" MIN. ASPHALTIC CODNCRETE OR PMBP (LEVELING COURSE)

Sk EXISITING PAVEMENT

1:1 SLOPE
(OR STEPPED)

1:¢1 SLDPE
(OR STEPPED)

ORIGINAL GROUND LINE

PLANT MIX
BITUMINOUS

BASE COURSE

VARTABLE WIDTH
T

SECTION ON SUPERELEVATED CURVE

TYPICAL DETAILS
FOR
WIDENING AND RESURFACING

NOTE =

DETAIL SHOWN IN CIRCLES APPLY FOR NO-LIP AREAS
FALLING WITHIN THE LIMITS OF THE ABOVE TYPICAL

“THIS MEDI

A SHOULD

NOT BE CONSIDERED
A CERTIFIED
DOCUMENT. "
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MISSOURI HIGHWAYS AND TRANSPORTATION

COMMISSION

DOT

JEFFERSON CITY.
1-888-ASK-MODQT (1-888-275-6636)

SECTIONS.
D-701

FUNCTION WIDENING & RESURFACING
WITH LIP CURB

TRAVELED WAY WIDTH | N/A

ROADBED WIDTH N/A

FORESLOPE N/A

DITCH N/A




